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CHTP-33      19,173,426.48   346,431.57

CHTP-35      19,173,438.27   346,462.76

CHTP-37      19,173,510.61   346,554.80

CHTP-39      19,174,307.95   347,511.56

CHTP-26      19,173,438.29   346,624.62

CHTP-28      19,173,447.59   346,657.50

CHTP-30      19,173,591.63   346,830.36

CHTP-32      19,173,624.86   346,848.09

CHTP-34      19,173,903.35   347,182.27

CHTP-36      19,173,916.89   347,224.71

CHTP-38      19,174,210.35   347,592.88

CHTP-20      19,172,771.67   346,061.72

CHTP-22      19,173,200.83   346,330.26

CHTP-24      19,173,359.80   346,524.74

CHTP-29      19,172,948.65   346,007.30

CHTP-31      19,173,235.01   346,186.48

57+85.4   C/L 7    19,172,923.95   346,047.12

62+28.9   C/L 8    19,173,268.00   346,327.03

65+58.6   C/L 9    19,173,471.74   346,586.26

78+04.8   C/L 10   19,174,269.54   347,543.57

LAKE MICHIGAN, ELEVATION 577.5 FT. ABOVE MEAN

THE INFORMATION DEPICTED ON THIS MAP REPRESENTS

THE RESULTS OF SURVEYS MADE ON THE DATES INDICATED

AND CAN ONLY BE CONSIDERED AS INDICATING THE 

GENERAL CONDITIONS EXISTING AT THAT TIME.

GRID SYSTEM BASED ON LAMBERT PROJECTION, MICHIGAN

1983 NORTH AMERICAN DATUM, U.S. SURVEY FOOT.

ALL SOUNDINGS ARE REFERENCED TO I.G.L.D. 1985 FOR
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CONDITION OF CHANNEL

GRAND HAVEN AREA OFFICE

MANISTEE HARBOR, MICHIGAN

STATE PLANE COORDINATE SYSTEM, CENTRAL ZONE (2112)

PROJECT DEPTH 23 FEET

CHANNEL LIMITS SHOWN THUS:

DATE OF PHOTOGRAPHY

12 MAY 1995

C/S 78+04.8 E

C/S 65+58.6 E

C/S 62+28.9 E

C/S 57+85.4 E

POSOTIONING METHOD:  dgps, USING C.G. BEACON CORRECTIONS

VESSEL:  LAUNCH 3033

SEA LEVEL AT RIMOUSKI, QUEBEC.  HYDRAULIC CORRECTOR

CHANNEL LIMITS SHOWN THUS:

APPROXIMATE 

LOCATION OF BURIED 

POWER CABLES

OF 0.3 FT. APPLIED. AFTER DREDGING
C/S 57+00 TO C/S 63+00 SURVEYED ON: 16 AUGUST 2004

C/S 64+00 TO C/S 78+00 SURVEYED ON: 14 JULY 2004

AUGUST 2004


